MS6000 MKI1I/ MS7000 MKI]

User’'s Guide Scanner Driver Software

Ver.5.0

Scanner Driver (32bit) Ver.4.00
Scanner Driver (64bit) Ver.4.00






Contents
1 Getting Ready « -+« rreerreer 1-1
I @ Y=Y VA = AT 1-1
1-2  SySteM REQUITEMENTES «++rretrterrrtttmttttititiiitiiiiiiit 1-2
2 The Driver Software INStallation «---«««««cxrrrrrrreemmmmmmeeermannnens 2.1
2-1 |nsta||ing SCANNEL DIV - v v e aens 2-2
Installing the Driver SOftWAre............ouvvviviiiiiiiiiiiiiiiiiiiee e 2-2
ConNeCtiNgt0 @ PC ... 2-6
2.2 UNINSEAll SCANNET DIIVEI -+« cxerererereememnatananateteteteteteenaeeaeeenaneneen 2.7
2-3  Update SCANNEr DIIVET «-«xreerreenrin et 2-9
3 The MS6000 MKII TWAIN Driver User’'s Guide: -« oeveevenn. 3-1
3-1 The MS6000 MKII Scanner User Interface Setup -« oxoeveverrin. 3-1
32 SCAN SELLINQG -+ -rvrrrrerree e 3-2
TEMPIALE ... 3-2
SCAN SIZE ... 3-2
SCAN MOUE ...t 3-2
RESOIULION ..o 3-2
Metric Size (United StatesS) ......ccuvuuiiiiieeiiiieiici e 3-3
Inch Size (Other COUNNES) .......ceviiiie e e 3-3
PIEVIBW ...ttt 3-3
33 THE PreVieW WINGOW -« cceeeeeemmmmmmmmmnneeeeeaeatanaseananeeeananns 3-3
CUSLOM SIZE NAME ..o e et e e e e e eneees 3-4
I =T P 3-4
THE WINAOW ... e e e e 3-4
The ACION BUIIONS ....cooiiii e 3-4
34 FIlM TYP@ o reereremmee et 3-4
3-5 IMage AJUSTIMENT ««-vvrrrrrre 3-5
L@ 11 11 o1 | PP PUPPRTRN 3-5
IMBSKING - 3-5
Auto Frame ElMination ............coooiiiiiiii e 3-5
CRNEEIING. .. a e e e e e e e e e e e e e e e e e e e eas 3-6

MS6000 MKII /MS7000 MKII



AULOMALIC DESKEW ...ttt ettt e e e e e erans 3-6

BB LI eereeeeeeeee ettt 3-6
AULO LamP OFF ... 3-6
3-7 Brightness and CONLIast «-««««-rxxsrremmmmmmmiei 3-6
EXPOSUIE MOUE.......u et e e e 3-6
BIIgNINESS. ... 3-7
(0] 0] (1= 1] S PP P UUPPPPPPTTTRR 3-7
3-8 BAtCH SCAN MO+ e eerennananantnanantetentner ettt ettt ae e nenenenens 3-7
3-0  The ACLION BULTOMS «+vrrrrrrrermrmeitie ittt et raaee e 3-8
Yo% | o PP PP SO PPPPPTTTRR 3-8
ClOSE .. 3-8
The MS7000 MKII TWAIN Driver User’'s Guide ««--««-veeereennnnn. 4-1
4-1 The MS7000 MKII Scanner User Interface Setup ««-:-xvveveerernnn, 4-1
4-2  SCAN SEELIMQ--rrrrerreeerene e 4-2
TEMPIALE ... e 4-2
SCAN SIZE . 4-2
SCAN POSITION.....cooiiiiiiii 4-2
SCAN MOAE ... 4-3
RESOIULION. ... 4-5
Metric Size (United StAteS).....ccieeeiiiieiiiiii e 4-5
INnch Size (Other COUNHES).....uuuii i eeaens 4-5
PrEVIEW ... 4-5
A-3  THhe PrevieW WINOOW «« oottt 4-6
CUSLOM SIZE NAME .. ..o e e 4-6
I =T P 4-6
The WINAOW. ...t e e e et e e e e e e e eeeeees 4-6
The ACION BUIONS ...t e e 4-7
B-4  FQlM TYP@ e reereeene e e 4-7
4-5 IMage AJUSTMENT -« vrrereeie 4-7
(O 1011 o LU | ST TSP PPTT 4-7
MASKING - 4-8
Auto Frame ElMINation..............oiiiiiiiiiiiie e 4-8
CeNTEIING .o 4-8
AULOMALIC DESKEW ...t e e e e e eeeees 4-9
4-6 75T 1 Y o T T PP PR 4-9
AULO LamP OFF ... e e 4-9

MS6000 MKII/MS7000 MKII



4-7 Brightness AN CONLTIAST ~-v v rrrrrr e neens 4-9

EXPOSUIE MOE ... e e 4-9
BIIGNINESS e 4-9
(O] 0] 1= 1] ST PTT PP PPSUPPPPPRTRIN 4-9
4-8 BatCh SCan MOG@ -« rvrrreerintiieiiiiite it araeeeians 4-10
4-9  THE ACLION BULLONS -+ v rrrerrernreeuateitt ettt it iie e 4-10
Yo7 | o F OO UPT TR PPUPPPPPPTTTN 4-10
FOCUS ..ttt 4-10
ClOS 4-11
Special FUNCLION «vvereereie 5-2
5-1  Activating the special fUNCHIONS «:+xvrvevernii 5-2
5-2  Disabling the special fUNCHIONS -+ xvrrrrrrrriieianii 5-5
5-3 IMage AJUSTIMENT ««-vvrrrrrre 5-7
Engineering ENNanNCemMENt .............evvviiiiiiiiiiiiiiiiiiieieieees 5-7
B4 OVEIIAY -+rvereemeemmee e 5-7
Y= [Tt Q@ YT - S SSPPPPPRTN 5-7
ENADIE OVEITAY .....eeiiiiiiiiiiiiieitiiiiii ittt 5-7
5-5 Over|ay MV N OV + v v e e e 5-8
56  THe ACLION BULTOMS - +xrrrvrrrrrretuatratat ettt iae e aias e eaaaeas 5-9
MARS CONLIOIET ...ttt eeeeee 5-9
5-7 MARS CONTIOIIOI vvererrrtetite et e e 5-9
VIOV .. et et e et 5-10
AdJUSE SLOP POSIION ... 5-10
AULO SCAN. ...ttt e e et e e et et e e e aa e aeees 5-10

MS6000 MKII /MS7000 MKII



MS6000 MKII/MS7000 MKII



Getting Ready

1 Getting Ready

1-1 Overview

Thank you for purchasing a TWAIN-supported Microform Scanner. This version of
the Scanner Driver supports the following scanners:

> MS6000 MKII Microform Scanner
» MS7000 MKII Microform Scanner

MS6000 MKII/MS7000 MKII
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Getting Ready

1-2

System Requirements

The following operating environment is required in order to use the Scanner driver.

Computer

Compatible with IBM PC/AT

Operating

System | Windows 10: 32 bit, 64 bit
Windows 8.1: 32 bit, 64 bit
Windows 7: 32 bit, 64 bit SP1 or later

Required Required CPU: Core 2 Duo or higher

CPU/memory Required memory: 2 GB or more

Interface Hi-Speed USB

CD-ROM drive

Application Application software compatible with TWAIN32

software

Note The optional interface kit is required to connect MS6000 MKII/MS7000

MKII to the computer.

The MS6000 MKII/MS7000 MKII firmware must be Version 25G117-00
or higher or Version 25G200-00 or higher.

In addition, the Scanner Driver must be Ver.4.00 or later.

If a USB hub is connected, the system may not operate correctly. Use
the USB cable included with the interface kit to connect the scanner
directly to the USB port of the computer.

1-2
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The Driver Software Installation

2 The Driver Software Installation

This chapter details the procedures for installing the driver software and for

connecting the scanner to the computer.

Important! Do not connect the scanner to a computer before installing the
driver software.

If you connect the scanner and the Found New Hardware
Wizard appears, unplug the USB cable from the computer, and
then click Cancel to close the screen.

The MS6000 MKII/MS7000 MKII firmware must be Version
25G117-00 or higher or Version 25G200-00 or higher.

MS6000 MKII/MS7000 MKII
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2 The Driver Software Installation

2-1 Installing Scanner Driver

Installing the Driver Software
The following procedure shows the driver installation.
Administrative rights are needed for the driver installation.

Note Screens may differ slightly depending on the Windows version.

1. Load the installation CD-ROM in the CD-ROM drive of the Personal Computer.
The Auto Play screen will automatically appear. Click Run launcher.exe.

Windows 8 or later Windows 7

B DVD RW Drive (G) 4 AutoPlay o & =

choose what happens with this

‘fg DVD RW Drive (H:)

Click [ 7] Always do this for software and games:
e T T o0 I
2aiio

DVD RW Drive (G2)

Choose what to do with this disc

Click

Install or run program from your media
@ Run launcherexe
Publisher not specified
Other choices
Open folder to view files
File Explorer
. Take no action

Click

Note When the "Auto Play" function of the computer is “OFF”, this screen
will not be displayed. Please execute “launcher.exe” in the CD-ROM
and start.

2-2 MS6000 MKII/MS7000 MKII



The Driver Software Installation 2

2. When the installation screen appears, click Install Scanner Driver to begin
driver installation.

< MST000 MEKIl / MSB000 MK Scanner Driver Install Disk Ver.5.0 x
/:E Scanner Driver Install Disk
Read User's Guide
Install Scanner Driver (Ver.4.00)
Exit
Note Version of the Driver might be different from the screen display.

The 32-bit version of the driver will automatically be installed in a
32-bit OS and the 64-bit version of the driver will automatically be
installed in a 64-bit OS.

3. Ifthe User Account Control screen appears, click Yes.

User Account Control X % User Account Control ==

Do you want to allow this app to make Do you want to allow the following program to make
changes to your device? & changes to this computer?

aq Program name:  M57000/6000 MKII Scanner Driver

-y . bed  Verified publisher. Kyokko Seiko Co., Ltd.
MS7000/6000 MKII Scanner Driver File origin: CD/DVD drive
Verified publisher: Kyokko Seiko Co., Ltd. (%) Show details No
File origin: CD/DVD drive
Change when these notifications appear
Show more details
| Yes No
Note This screen may not be displayed, depending on the settings of the

computer.

MS6000 MKII/MS7000 MKII 2-3



The Driver Software Installation

4. When the installation screen appears click Next.

MS7000/6000 MKII Scanner Driver

‘Welcome to the InstallShield Wizard for M57000/6000 MKII Scanner Driver

InstallShidld < Back THewts Caneel

5. Select | accept the terms of the license agreement, and click Next.
x

MS7000/6000 MKI| Scanner Driver

License Agreement

Flea

Software End User License Agreement

Software: Twain Driver for Kyokko Microfilm Scanner
(including its related d

PLEASE READ CAREFULLY THE LICENSE AGREEMENT

BELOW BEFORE OPENING THE PACKAGE OF THE
SOFTWARE, DOWNLOADING OR INSTALLING THE
SOFTWARE. OPENING THE PACKAGE, OR DOWNLOADING

OR INSTALLING THE SOFTWARE SHALL BE DEEMED
YOUR LAWFUL ACCEPTANCE OF THE TERMS AND

=% CONDITIONS BELOW. IF YOU DO NOT AGREE TO THEM,
DO NOT DOWNLOAD, INSTALL THE SOFTWARE, NOR
OPEN THE PACKAGE.

InstallShield < Back Mest> Cancel
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The Driver Software Installation 2

6. Click Install.

MS7000/6000 MKII Scanner Driver

to Install the Pri

InstallShield < Back finstall m
7. When the Windows Security screen appears, click Install.

=] Windows Security had

Would you like to install this device software?

Mame: KYOKKO Imaging devices
% Publisher: Kyokke Seiko Co., Ltd.

I Don't Install

Always trust software from "Kyokko Seiko Co., Install
Ltd.",

@) You should only install driver software from publishers you trust. How can | decide which
device software is safe to install?

8. When the InstallShield Wizard Complete screen appears, click Finish, and
remove the CD-ROM from the computer.

MS7000/6000 MKI| Scanner Driver

InstallShield Wizard Complete

InstallShild < Back. Cancel

MS6000 MKII/MS7000 MKII 2-5



2 The Driver Software Installation

Connecting to a PC

Note When connecting the scanner to the computer, use the USB cable
included with the interface Kkit.

Windows 8 or later

1. Turn onthe scanner.
2. Use the USB cable to connect the scanner to the computer.
3. Theinstallation screen is displayed on the taskbar.

4. When the progress bar reaches termination, and the installation screen
disappears, the installation completes.

Windows 7

1. Turn onthe scanner.
2. Use the USB cable to connect the scanner to the computer.

device driver software appears.
=

Recycle Bin

Installing

1 Installing device driver software % *
Click here for status.

4. When MS6000 MKII Microfilm Scanner or MS7000 MKII Microfilm Scanner
is displayed, the driver was installed successfully.

‘)‘ﬁ MS7000 MKI MicroFilm Scanner * *

Device driver software installed successfully.

957AM | |
9/19/2006 |

&g ]
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The Driver Software Installation

2-2 Uninstall Scanner Driver

When the Driver installed on the computer is no longer needed, use the following

procedure to perform the deletion.

1.
2.

7.

Confirm that the computer is connected with the scanner.
Turn ON the computer and the scanner.
From start menu, choose Control Panel. Click System and Security. Click

Device Manager.

Uninstall the Imaging Devices - MS7000 MKII MicroFilm Scanner or
Imaging Devices - MS6000 MKII MicroFilm Scanner.

 Device Manager
File Action View Help
e @B Hm B RXE

- m} x

v & PCTY196
i Audio inputs and outputs
3 Computer
= Disk drives
[ Display adapters
o DVD/CD-ROM drives
il Human Interface Devices
=m |DE ATA/ATAPI controllers
3z Imaging devices
= MS7000 MKIl MicroFilm Scanner

<

E= Keyboards Update Driver Software...
@ Mice and other pointing devices Disable
3 Menitors Uninstall

7 Metwork adapters
& Ports (COM & LPT)
= Print queues

= Printers

Scan for hardware changes

Properties

1 Processors

B Software devices

i Seund, video and game controllers
G Storage controllers

E3 System devices

§ Universal Serial Bus controllers

=1 WSD Print Provider

Uninstalls the driver for the selected device.

Confirm Device Uninstall X
e MS7000 MKI MicroFilm Scanner
qr. [

Waming: You are about to uninstall this device from your system.

Delete the driver software for this device.

Car

System Settings Change

Do you want to restart your computer now?

l . Tofinish removing your hardware, you must restart your computer,
i

] Mo

When the Confirming Device Uninstall dialog box appears, click OK.

If the System Settings Change dialog box appears, click No.

When uninstallation is completed, turn OFF the scanner.

MS6000 MKII/MS7000 MKII
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The Driver Software Installation

8.  From start menu, choose Control Panel. Click Uninstall a Program.
9. Select MS7000/6000 MKII Scanner Driver, and click Uninstall.

[l Programs and Features - m} x

« ~ 4 [@ > Control Panel » Programs » Programs and Features v ©/| | Search Programs and Features 0

Control Panel Home .
Uninstall or change a program

View installed updates To uninstall a program, select it from the list and then click Uninstall, Change, or Repair
& Turn Windows features on or

off Organize = | Uninstall = @
Name . ublisher Installed On  Size Version
£ Adobe AIR Adcbe Systems Inc. 8742016 153MB 1528870
% Adobe Photoshop Elements 8.0 Adobe Systems Incorporated 87472016 183MEB 8.0
[ Adobe Photoshop.com Inspiration Browser  Adobe Systems Incorporated 8/4/2016 183MB 3.02
|E‘ MS7000/6000 MKIl Scanner Driver KYOKKO SEIKO 5/16/2016
[E NVIDIA 2D Vision Driver 333.54 NVIDIA Corperation 8/5/2015 321ME 33334
. NVIDIA Graphics Driver 353.54 MNVIDIA Corporation 8/5/2015 553MEB  353.54
. NVIDIA HD Audio Driver 1.3.34.3 NVIDIA Corporation 8/5/2015 B829MB 13343
. NVIDIA Update 10.4.0 NVIDIA Corporation 8/5/2015 166MB  104.0

KYOKKO SEIKO Product version:

n
10. When the following message appears, click Yes.
MST000/6000 MKII Scanner Driver

Do you want to completely remove the selected application and all of its features?

Yes No

11. When the Uninstall Complete appears, click Finish.

ME7000/6000 MKII Scanner Driver

Uninstall Complete

Irs

InstalIShield < Back Finishi Cancel

The driver was uninstalled successfully.
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The Driver Software Installation 2

2-3 Update Scanner Driver

The following procedure shows the driver update
Administrative rights are needed for the driver update.

Important! If the Scanner Driver is updated from Ver.3.30 or earlier versions,
please be noted the Firmware should be updated and the setting
change is required on the scanner.

Contact the authorized dealer for details.

Note When updating the scanner driver, the uninstallation of the driver of the
previous version is unnecessary.
Screens may differ slightly depending on the Windows version.

=

Turn on the computer without turning on the scanner.

2. Load the installation CD-ROM in the CD-ROM drive of the Personal Computer.
The Auto Play screen will automatically appear. Click Run launcher.exe.

3.  When the installation screen appears, click Install Scanner Driver to begin
driver installation.

4. If the User Account Control screen appears, click Yes or Continue.

Note Please refer to 1-3 of the "3-1 Installing Scanner Driver" for details.

5. When the Update screen appears, click Next.

MST000/6000 MK Scanner Driver (B

‘Welcome to the InstallS hield Wizard for M57000/6000 MKII Scanner Driver

‘G000 MK Scanner

Insstal I Ghield < Back H [Newts | Cancel

MS6000 MKII/MS7000 MKII 2-9



The Driver Software Installation

When the Windows Security screen appears, click Install.
-] Windows Security

Would you like to install this device software?

Mame: KYOKKO Imaging devices

ﬂ?@-? Publisher: Kyokko Seiko Co., Ltd.

7] Always trust software from "Kyokko Seiko Co., Install Don't Install I
Ltd."

@ You should enly install driver software from publishers you trust. How can [ decide
which device software is safe to install?

When the Update Complete screen appears, click Finish, and remove the
CD-ROM from the computer.

MS7000/6000 MKI Scanner Driver

Update Complete

Th

InstallShie!d < Back

The driver was updated successfully.

Cancel

Firish

2-10
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3 The MS6000 MKIlI TWAIN Driver User’s Guide

3-1 The MS6000 MKII Scanner User Interface Setup

By installing a TWAIN compatible application on a personal computer, the Scanner
can be operated by starting the TWAIN driver.

When selecting the TWAIN driver, the following basic screen appears. Check and
select the Scan Setting according to your configurations.

&) KOMICA MINOLTA MicroFilm Scanner - X
Scan Setting
| ~ Delete Save Retum
Scan Area Filn Type
. S— Sean Position
Scan Size 8511 (P ~ e . (® Automatic
Scan Mode | Single ~ () Negative
Resolution | 400dpi  ~ |[] Metiic Size Preview (D Positive
Image Adjuztment Brightness and Contrazt
Dutput | Black And White (Text) v EvpasureMode  Biightness | 10)
_ (®) Autn Lighten Darken
[ tasking [ Automatic: Deskew P >
[ Auta Frame Elimination OManual
Centering -Contrast R
£ >
Lamp
Auto Lamp OFF Dizable ~ [ Batch Scan Mode
Scan Focus
Cloze

MS6000 MKII/MS7000 MKII 3-1



3 The MS6000 MKIlI TWAIN Driver User’s Guide

3-2 Scan Setting

Template

When registering preset contents, input the registration name on the Registration
Name column as below.

| ﬂ Delete | Save | Retum |

» Save - Save the registration name.
The scanner driver's configurations that are selected by the user are saved as a
template.

» Delete - Delete the registered name.
Select the registration name to be deleted. Clicking the Delete button, the
selected registration name and the template are deleted.

» Return - Return to the registered name.

Note The template file is preserved in the following folder.
C:\Users\[user name]\AppData\Roaming\MicroDS

Scan Size
Select the scanning size.
Scan Size |B.5":-c11" P ﬂ
Scan Mode
Select the scanning mode. (Only “Single” can be selected on MS6000MKII.)
Scan Mode |5ingle j
Resolution

Select the resolution of the image.

Fezolution 400dpi -

Note 800dpi is effective only when 8.5"x11” (P) and A4 (P) are selected.

3-2 MS6000 MKII/MS7000 MKII
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Metric Size (United States)

The scanner can be set to metric size in Scan Size.

[ Metic Size

Inch Size (Other Countries)
The scanner can be set to inch size in Scan Size.
| Inch Size

Preview
Click the Preview Window (see below).

Preview

3-3 The Preview Window

Preview Window X

Custom Size Name ||

Save Delete

Urit Inch ~

0.00 2495 5.91 8.86 1.3
|

ooo - - Ty
295 -
591 -

986 -

______________________

ner -

Previeny Cloze

MS6000 MKII/MS7000 MKII
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3 The MS6000 MKIlI TWAIN Driver User’s Guide

Custom Size Name

When registering a preset specified scanning size, input the name on the Custom
Size Name column.

» Save - Save the name and configuration which is specified on range of the
Preview Window.

> Delete - Delete the saved name and data which is selected on the Custom Size
Name column.

Rulers

» Unit - When specifying the scanning size area in a preview window an inch or
millimeter measure can be chosen from the Unit column.

The Window

The specified scanning size (reading area of the scanner for the screen) is displayed
on the preview window as a dashed line.
The scanning size of the dashed line can be specified by using a mouse.

The Action Buttons

> Preview - The full screen is scanned with low resolution, and the result is
displayed on the preview window.

> Close - Closes the Preview Window.

3-4 Film Type
Select the polarity of the read Film Type.
Film Type
{* Automatic
" Megative

" Positive

» Automatic - Select when using automatic film type detection.
» Negative - Select when using the negative film.

» Positive - Select when using the positive film.

3-4 MS6000 MKII/MS7000 MKII
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3-5 Image Adjustment

Output
Select the processing mode of the output image.
Output | Black And White Text) -]

» Black And White (Text) - For use with text images.

» Black And White (Photo) - For use with photo images.

» Black And White (Fine model), Black And White (Fine mode2) - For use with
lower grades of film.

» Grayscale (Text), Grayscale (Photo), Grayscale (Fine model), Grayscale
(Fine mode?2) - Suitable mode for use with gradation images, because the image
data is converted to grayscale data, and the image size becomes large.

Note Optional Grayscale Memory Board is needed for Grayscale mode.

Masking
When a scanning size that is bigger than the image has been selected, an outside
portion of the image is deleted in the Masking mode.

| Masking OFF ON
ABCD ABCD |
EFGH EFGH E
1IJKL 1IJKL

Auto Frame Elimination
When a scanning size that is bigger than the image has been selected, a surplus
frame around the image is cut out in the Auto Frame Elimination mode.

[ Auto Frame Elimination OFE ON
ABCD ABCD
EFGH EFGH
1IJKL IJKL

MS6000 MKII/MS7000 MKII 3-5
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Centering

When selecting the Centering mode, the outside of the image is masked out, and
the remaining image is centered.

[ Centering OFF ON

ABCD
EFGH ABCD
1JKL EFGH

........................

Automatic Deskew

The skewed image will be corrected.
[ Automatic Deskew

3-6 Lamp

Auto Lamp OFF

When the Auto Lamp OFF mode is selected, the lamp turns off automatically. The

initial default setting is “Disabled”.
Lamp

AutoLamp OFF | Disable -]

3-7 Brightness and Contrast

Exposure Mode

Select “Auto” or “Manual” as the exposure control
Expozure Mode

* Auto

" Manual

» Auto - The density is controlled automatically in corresponding with the original.

» Manual - The density can be manually controlled.

3-6 MS6000 MKII/MS7000 MKII
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Brightness
The Brightness can be adjusted by the scroll bar. It is available in 37 steps for

Manual, and 19 steps for Auto.

Erightriess 10

Lighten D arken
B2 B B
Contrast

The Contrast can be adjusted by the scroll bar. It is available in 15 steps.

Contrast I_E
- +
g N B

3-8 Batch Scan Mode

When utilized this application can continue to initiate scans upon completion of the
initial scan.
[ Batch Scan Mode

When selected the Batch Scan Mode will cause the driver to remain open and will
place a Done button in the Status Window. While the Status Window is displayed you
can continue to initiate scans and make setting changes from the front panel of the

scanner.
When the Done button is pressed, the Status Window and Driver Ul will close and all

image data will be displayed in the scanning application.

Scanning Document]s]

Done Cancel

Note If Batch Scan Mode is used, the 2nd and all subsequent scans are
executed with the scanner.
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3 The MS6000 MKIlI TWAIN Driver User’s Guide

3-9 The Action Buttons

Scan
The scanning begins. It becomes Scan Stop button while scanning.

Scan

Note While scanning, do not change the panel settings of the scanner or the
driver settings.

Close
When the Close button is clicked, the Status Window and Driver Ul is closed.

Cloze
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4 The MS7000 MKII TWAIN Driver User’s Guide

4-1 The MS7000 MKII Scanner User Interface Setup

By installing a TWAIN compatible application on a personal computer, the Scanner
can be operated by starting the TWAIN driver.

When selecting the TWAIN driver, the following basic screen appears. Check and
select the Scan Setting according to your configurations.

&) KOMICA MINOLTA MicroFilm Scanner - X
Scan Setting
| ~ | Delete Save Retum
Scan Area Filn Type
. S— Sean Position
Scan Size 8511 (P ~ Olst @ Certer (® Automatic
Scan Mode | Single ~ () Negative
Resolution | 400dpi  ~ |[] Metiic Size Preview (D Positive
Image Adjuztment Brightness and Contrazt
Dutput | Black And White (Text) v EvpasureMode  Biightness | 10)
_ (®) Autn Lighten Darken
[ tasking [ Automatic: Deskew P >
[ Auta Frame Elimination OManual
Centering -Contrast R
£ >
Lamp
Auto Lamp OFF Dizable ~ [ Batch Scan Mode
Scan Focus
Cloze

MS6000 MKII/MS7000 MKII 4-1



4 The MS7000 MKIlI TWAIN Driver User’s Guide

4-2 Scan Setting

Template
When registering preset contents, input the registration name on the Registration
Name column as below.

| ﬂ Delete | Save | Retum |

» Save - Save the input registration name.
The scanner driver's configurations that are selected by the user are saved as a
template.

» Delete - Delete the registered name.
Select the registration name to be deleted. Clicking the Delete button, the
selected registration name and the template are deleted.

» Return - Return to the registered name.

Note The template file is preserved in the following folder.
C:\Users\[user name]\AppData\Roaming\MicroDS

Scan Size
Select the scanning size.
ScanSize | 85117 ([F] |

Scan Position

Select the scanning position.
Scan Position

" Left Center

» Center - It scans based on the center position of the screen.

» Left - It scans based on the left end position of the screen.
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The MS7000 MKII TWAIN Driver User’s Guide 4

Scan Mode
Select the scanning mode.
Scan Mode |5ingle j

The Screen of the Scanner

LEFT RIGHT

» Single - Delivers one image as defined by the screen of the scanner.

» Single (Check) - Delivers one image as defined by combined images (left and

right) on the screen of the scanner.
When selecting Masking with narrow pitched frame images, two separate images

will be detected.

Single [Masking OFF] Single (Check) [Masking OFF]
LEFT RIGHT LEFT RIGHT
Single [Masking ON] Single (Check) [Masking ON]
LEFT I RIGHT LEFT RIGHT
Note When selecting the Single (check), Auto Frame Elimination and

Automatic Deskew can not be enabled.

» Dual (Check) - Delivers two images as defined by separated images (left and

right) on the screen of the scanner.
When selecting Masking with narrow pitched frame images, two separate images

will be detected.

Note When selecting the Dual (check), Auto Frame Elimination can not be
enabled.
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» Dual - Delivers two images as defined by separated images (left and right) on the
screen of the scanner (for viewing two standard size images side by side).
Dual

LEFT RIGHT

» Stack L/R Letter, Stack R/L Letter - Changes position of images from left/right
positions, to a stacked top/bottom position in Letter size.

Stack L/R Letter Stack R/L Letter
LEFT RIGHT
RIGHT LEFT
Note Grayscale can not be enabled in the Stack Letter modes.

When selecting the Stack Letter modes, Auto Frame Elimination can
not be enabled.

» Stack L/R Actual, Stack R/L Actual - Changes position of images from left/right
positions, to a stacked top/bottom position.

Stack L/R Actual Stack R/L Actual
LEFT RIGHT
RIGHT LEFT
Note Grayscale can not be enabled in the Stack Actual modes.

When selecting the Stack Letter modes, Auto Frame Elimination can
not be enabled.

Note When selecting Auto 11x17”-8.5x11" or Auto A3-A4, only Single can be
enabled.

4-4
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Resolution
Select the resolution of the image.

Fezolution | 400dpi

Note 800dpi is effective only when 11"x8.5” (L), 8.5"x14” (L), 3 2/3"x17" (L),
Check (L), and A4 (L) are selected.

Metric Size (United States)

The scanner can be set to metric size in Scan Size.
[ Metric Size

Inch Size (Other Countries)

The scanner can be set to inch size in Scan Size.
[ Inch Size

Preview
Click the Preview Window (see below).

Presigw

MS6000 MKII/MS7000 MKII
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4-3 The Preview Window

Preview Window b4

Custom Size Name | V|

Save Delete

Unit Inch ~

n.aon 433 2.EE 1299 17.32

oo -

597 -

295 -

Previeny Cloze

11.93 -

Custom Size Name
When registering the preset specified scanning size, input the name on the Custom
Size Name column.

» Save - Save the name and data which is specified on range of the Preview
Window.

» Delete - Delete the saved name and data which is selected on the Custom Size
Name column.
Rulers
» Unit - When specifying the scanning size area on a preview window an inch or

millimeter measure can be chosen on the Unit column.

The Window

The specified scanning size (reading area of the scanner for the screen) is displayed
on the preview window as a dashed line.

The scanning size of a dashed line can be specified by using a mouse.
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4-5

The Action Buttons

> Preview - The full screen is scanned with low resolution, and the result is
displayed on the preview window.

> Close - Close the Preview Window.

Film Type

Select the polarity of the read Film Type.
Film Type

* Automatic
" Megative

" Positive

» Automatic - Select when using automatic film type detection.
» Negative - Select when using the negative film.

» Positive - Select when using the positive film.

Image Adjustment

Output

Select the processing mode of the output image.
Output | Black And White Text) -]

» Black And White (Text) - For use with text images.
» Black And White (Photo) - For use with photo images.
» Black And White (Fine model), Black And White (Fine mode2) - For use with

lower grades of film.

» Grayscale (Text), Grayscale (Photo), Grayscale (Fine model), Grayscale
(Fine mode?2) - Suitable mode for use with gradation images, because the image
data is converted to grayscale data, and the image size becomes large.

Note Optional Grayscale Memory Board is needed for Grayscale mode.
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Masking
When a scanning size that is bigger than the image has been selected, an outside
portion of the image is deleted in the Masking mode.
[ Masking OFF ON

ABCD ABCD
EFGH EFGH
1IIKL IJKL

Auto Frame Elimination
When a scanning size that is bigger than the image has been selected, a surplus
frame around the image is cut out in the Auto Frame Elimination mode.

[T Auto Frame Elimination OFF ON
ABCD
EFGH
IIKL
Note When Scan Mode is Single or Dual, the Auto Frame Elimination can be

used.

Centering
When selecting the Centering mode, the outside of the image is masked out, and
the remaining image is centered.
[T Centering OFF ON

ABCD
EFGH ABCD

1JKL EFGH
IJKL
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Automatic Deskew

The skewed image will be corrected.
[ Automnatic D eskew

4-6 Lamp

Auto Lamp OFF
When the Auto Lamp OFF mode is selected, the lamp turns off automatically. The

initial default setting is “Disabled”.
Lamp

Auta Lamp OFF |Di$a|:u|e ﬂ

4-7 Brightness and Contrast

Exposure Mode

Select “Auto” or “Manual” as the exposure control
Expozure Maode

* Auto

" Manual

» Auto - The density is controlled automatically in corresponding with the original.

» Manual - The density can be manually controlled.

Brightness
The Brightness can be adjusted by the scroll bar. It is available in 37 steps for
Manual, and in 19 steps for Auto.

Erightriess 10

Lighten D arken
B2 B B
Contrast

The Contrast can be adjusted by the scroll bar. It is available in15 steps.

Contrast I_E
- +
g N B
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4-8 Batch Scan Mode

When utilized the application can continue to initiate scans upon completion of the
initial scan.

| Batch Scan Mode

When selected the Batch Scan Mode will cause the driver to remain open and will
place a Done button in the Status Window. While the Status Window is displayed you
can continue to initiate scans and make setting changes from the front panel of the
scanner.

When the Done button is pressed, the Status Window and Driver Ul will close and all
image data will be displayed in the scanning application.

Scanning Document]s]

Dane Cancel

Note If Batch Scan Mode is used, the 2nd and all subsequent scans are
executed with the scanner.

4-9 The Action Buttons

Scan
The scanning begins. It becomes Scan Stop button while scanning.

Scan

Note While scanning, do not change the panel settings of the scanner or the
driver settings.

Focus
The focus is adjusted automatically.

Focuz

Note Do not perform any other operation while using focus.
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Close
When the Close button is clicked, the Status Window and Driver Ul is closed.

Cloze
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5 Special Function

5-1

Activating the special functions

After the driver is installed, the special functions are disabled. To make the special

functions active, please follow the procedure below.

&) KOMICA MINOLTA MicroFilm Scanner

Scan Setting

| > |

Scan Area

Scan Size 85%11"([P)

Scan Mode | Single

Fesclution 400dpi  ~ ] Metic Size

Image Adjuztment
Outkput Black And‘white [Text) £
[ tasking [ Automatic: Deskew
[ Auta Frame Elimination
Centering
Lamp
Auta Lamp OFF Dizable ~

- X
Delete Save Retum
Filn Type
Sean Position ;
(O Left (@) Center (® sutomatic
() Negative
Freview () Positive
Brightness and Contrazst
Ewposure Mode  Brightness
(®) Autn Lighten Darken
() Manual < ?
Contrast
- +
£ >
[ Batch Scan Mode
Scan Focus
Cloze

5-2
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1. Double-click the “MS7000_6000AdminTool.exe”, the tool for the administrator
which is installed in the “C:\Windows\twain_32" folder.

M = Application Tools  twain_32 - O %
Home  Share  View Manage ;]
« v A [ > ThisPC > WINI0.64 EN(C) > Windows > twain 32 v & | searchtwain_32 P
Name Date modified Type Size
# Quick access
B esktop [ MicroDs.ds 11:43AM DS File K8
[&) MS7000_6000AdminTool PM  Application 218
¥ Downloads [ wiatwain.ds DS File 3KB
[ Documents
=] Pictures
¢@ OneDrive
[ ThisPC
¥ Network

Jitems 1 item selected 32.0KB :
2. If the User Account Control dialog box appears, click Yes.

User Account Centrol x % User Account Control =
Do you want to allow this app from an O Do you want to allow the following program from an

2 / i f 2
unknown publisher to make changes to your unknown publisher to make changes to this computer?

ice?
device? Program name:  MS57000_6000AdminTool.exe

Publisher: Unknown
File origin: Hard drive on this computer

MS7000_6000AdminTool.exe

Publisher: Unknown () Show details

File origin: Hard drive on this computer
Change when these notifications appear

Show more details

“

3.  When the A special function was effective dialog box appears, click OK.
MST000/6000 Admin Tool X

:] A special function was made effective.
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When the above procedure is completed, the following special functions are

effect

ive.

» Engineering Enhancement

» Overlay
» MARS Controller

&) KONICA MINOLTA MicroFilm Scanner
Scan Setting

| v]

Scan Area

Scan Size 8511 [P) ~

Scan Mode | Single v

Fesalution A00dpi ] Metic Size

Image Adjustment

Clutput Black &nd white [Text) -
[ tazking [ swtomatic: Deskew

[ &t Frame Elimination
Centering

Engineering Enhancement | 1.5mm

Larnp
Auto Lamp OFF Disable ~

Owerlay

Select Dverlay...

[ Enable Overlay

Delete Save Rieturm

Filrn Type
Sean Position

() Left (@) Center ® Automatic
() Negative

Preview () Positive

Brightness and Contrast

Ewposure Mode  Brightness
(®) futn Lighten Darken
£ >

Contrast

L4 >

() Manual

[ Batch Scan Made

Scan Focus

MARS Controller Close

5-4
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5-2 Disabling the special functions

Please follow the procedure below to de-activate the special functions.

1.

2.

3.

Double-click the “MS7000_6000AdminTool.exe”, which is installed in the
“C:\Windows\twain_32" folder.

[ <1 Application Tools  twain_32 - o *
Home Share View Manage (7]
« “ A > ThisPC > WINIOG4EN (C) > Windows > twain32 v & | searchtwain_32 »
Name Date modified Type Size
# Quick access
1 Desktep [ MicroDS.ds 61143 AM DSFie 3:6Ke
[&) MS7000_6000AdminTool SPM  Application 218
¥ Downloads [ wiatwain.ds 63:43PM  DSFile 3KB
[ Documents
] Pictures
f@ OneDrive
[ This PC
&F Network

3items 1 item selected 32.0KB

If the User Account Control

dialog box appears, click Yes.

User Account Control X
Do you want to allow this app from an
unknown publisher to make changes to your
device?

MS7000_6000AdminTool.exe

Publisher: Unknown
File origin: Hard drive on this computer

Show more details

w

%/ User Account Control =

O Do you want to allow the following program from an
unknown publisher to make changes to this computer?

Program name:  MS57000_6000AdminTool.exe
Publisher: Unknown
File origin: Hard drive on this computer

(¥) Show details Ves | ne |

Change when these notifications appear

When the A special function

was invalidated dialog box appears, click OK.

MS7000/6000 Admin Tool *

) A special function was invalidated.

MS6000 MKII/MS7000 MKII
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When the above procedure is completed, the following special functions are
de-activated.
» Engineering Enhancement

» Overlay
» MARS Controller
& KONICA MINOLTA MicroFilm Scanner — *
Scan Setting
| v | Delete Save Rieturm
Scan Area Filrn Type
Sean Position
i 251" P ~ i
Scan Size 11" [F Olet @ Center (®) Automatic
Scan Mode | Single ~ () Negative
Fesoltion | 400dpi v |[] Metic Size Preview (O Positive
Image Adjustment Brightness and Contrast
Output | Black And White (Text) ) EwposueMode  Brightness
(®) futn Lighten Darken
[ Masking [ Automatic Deskew = >
[ &t Frame Elimination O Manual
Centering _Eontrast .
< >
Larnp
Auto Lamp OFF Dizable ~ [ Batch Scan Mode
Scan Focus
Close

5-6

MS6000 MKII/MS7000 MKII



Special Function 5

5-3 Image Adjustment

Engineering Enhancement
Corrects the image distorted to the barrel type.

Engineering Enhancement | 1.5mm  +

MS7000 MKII: The image distorted to the barrel type as follows is corrected.

MS6000 MKII: The image distorted to the barrel type as follows is corrected.

Note The above-mentioned illustrations are exaggerated and drawn rather
than actually produced distortion.

5-4 Overlay

When outputting directly from the scanner to the printer, the specified character can
be printed.

Select Overlay
When the “Select Overlay” window is selected, the character overlay dialog is
started.

| Select Owverlay...

Enable Overlay
When printing directly from the scanner to the printer, the Font that is specified in the

“Character Selection” is printed out.
[ Enable Dwerlay
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Note It takes about 30 seconds to one minute to communicate with the
scannetr.

5-5 Overlay Window

Overlay K
Overlay Position
O Top Left O Top Widdle () Top Right Open File Save As File
() Left Middle () Right Middle
@ BottomLeft () Bottom Middle (™) Bottom Right oK

» Setting of character - Selects the character area, font, font-size and others, and
input the prints.

» Overlay Position - Select the overlay position. There are eight places in total:
four corners of the paper and the center of four sides.

Open File - Open the file which specified the contents of overlay.
Save As File - Save the specified contents as files.

OK - Determine the contents of the overlay.

vV V V VY

Cancel - Cancels the determined contents.

Note Please set the value from 5 to 190mm when prompted on the screen.

Please do not perform other operations while setting the value.
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5-6 The Action Buttons

MARS Controller

When the MARS controller is connected, the MARS Controller screen is displayed
under the Scan Setting screen.

MARS Controller

5-7 MARS Controller

It is a function of the PC to control the Mars controller. This function cannot be utilized

when not connected with the Mars controller.
MARS Controller

Single Level Retriewval

Dual Level Retrieval

Move

Adjust Stop Pazition

L 100 Page Ore Chapter () One Page < 3
Search Frame Set Frame Number < >

Rewind
Auto Scan

LIriit of Chapter (@) Unit of Page [ Interval Scan

02 D:Page.-" 1:F'age 1=

1zt Page Only

Auto Scan

Note The MARS CONTROLLER 4 firmware must be version 4.5 or 5.5 or
higher.
The MARS MINI CONTROLLER 2 firmware must be version 1.6 or

26G100-00 or higher.

» Single Level Retrieval, Dual Level Retrieval - Select the type of film retrieval
with Single Level Retrieval or Dual Level Retrieval.

Note The MARS mode selection should be matched to the type of film

being used.

MS6000 MKII/MS7000 MKII
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» Chapter Frame Number Box - Displays the current frame number “Chapter” as
reported by the MARS Controller.

» Page Frame Number Box - Displays the current frame number “Page” as
reported by the MARS controller.

Note Chapter can be input only at Dual Level Retrieval.

» Search Frame - Search the specified frame number.

» Set Frame Number - Change the present frame number to the specified frame
number.

> Rewind - Rewind the film. When the film is not set, it becomes "Film Set" button.

Move

» One Chapter, One Page - Select the unit of the frame movement by the chapter
unit and the page unit.

» <<, >> - The frame is sent back and forth by the page unit or the chapter unit.

Adjust Stop Position

» <<, >> - The film stop position is fine-tuned back and forth.

Auto Scan

» Start Chapter Number Box - Sets the desired beginning Chapter number to start
with when using “Dual Level Retrieval”.

» Start Page Number Box / End Page Number Box - Sets the desired beginning
frame number “Page” and the end frame number “Page”.

» 1st Page Only - When dual level is retrieved, only the first frame chapter is
scanned.

» Interval Scan - It scans continuously while skipping the frame at the specified
interval.

» Auto Scan - Starts the continuous scan. While continuously scanning, it becomes
“Scan Stop” button.
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