
 

 

Steps to Install Updated Shell Launcher Accessory 
 
This accessory can only be installed on a Scan Station 730EX Plus with an Operating System (OS) 
version of 3.3 or 3.4. Before attempting installation of the accessory package, check the OS version 
of your Scan Station. The OS version can be determined in one of two ways: 
 

1) Highlight your Scan Station in the Scanner Administration Tool and click on the “i” button: 

 

 
 
The information screen for the Scan Station will be displayed: 
 

 
 

 

 



 

 

2) On the Scan Station display, press the “i” button: 

 

 
 
The information screen for the Scan Station will be displayed: 
 

 
 
If OS Version is at 3.2 (as shown in the above example), DO NOT install this accessory. 
 
If the OS version is confirmed to be either 3.3 or 3.4, follow the steps in the installation 
instructions on the subsequent pages of this document. 
 



 

 

Installation Instructions for the Updated Shell Launcher Accessory Package: 
 

a) Unzip the contents of the ZIP file to a directory 
b) Launch the Scanner Administration Tool (SAT). 
c) Ensure that the Scan Station is running the Kodak Scan Station application and is in the 

“Idle” state. 
d) Select the 730EX Plus scanner on which this accessory package needs to be installed. 

 

 
 

e) Select “Upload Firmware…” option from the Scanner Menu. 
 

 
 

f) Browse to the directory where you unzipped the contents of the ZIP file and select the 
accessory package UpdateShellLauncher.exe and click Open. 



 

 

 
 

The accessory package will be uploaded, installed and the Scan Station will be rebooted 
automatically. 
 
When the Scan Station is powered back up and ready, navigate to the About/Information window on 
the Kodak Scan Station application. The installed accessary package name will be listed under the 
Patches applied section: 
 
 


