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Python Programming Language Examples

Python is a widely used high-level, interpreted programming language. Python interpreters are available for many
operating systems. We provide three examples that demonstrate scanning and use of the session RESTful Web API.

Each of these three examples are provided in both source and executable form to enable you to use them as both
reference or cut and paste within your python code. They also represent the proper mechanism for driving the scanners
Web API.

Connecting to the scanner
Connect to your scanner wirelessly, by left clicking on the Wireless icon on your computer:
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Select the private ad-hoc network for the wireless scanner:
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kodak\WPA Signal Strength: Excellent
Security Type: Unsecured
kodakguest Radio Type: 802.11n
S5ID: i1150WMN-58333638
EKC ) |
Open Metwork and Sharing Center

E

Selecting the scanner ad hoc network switches you off your internet connected network to the private network for the
scanner. The “I” badge on the icon advises that you are not connected to the internet. You can reconfigure your scanner
to join your secure network. This exercise uses an infrastructure

Press the ‘i’ button on the scanner display and the IP address of the scanner, in this mode, would show 10.0.0.1. If it is
different, change our use of 10.0.0.1 below to the IP address of your scanner.

Type into the URL:

http://10.0.0.1/api/scanner/status
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http://10.0.0.1/api/scanner/status

or just click on the above link. If it doesn’t work then you’re not connected to the same network as your scanner. Either
connect to the same network, or substitute the IP address of your scanner. Also verify that your desktop wireless icon is
connected to the i1190WN-12345678 type of network. Your host PC may automatically change connections due to it
finding a preferred wireless network with a stronger signal strength.

Example: WifiSimpleScan.py

This is a console application that when run, does a scan and storage of the scanned images into the current folder. This
is less than 50 lines of code. You will need to edit the line:

url = “http://i1190wn-58533633.kodakalaris.net/api/session”

to your scanners IP address, for example: http://10.0.0.1/api/session.

This code demonstrates a wait for the scanner to wake, all of the commands to perform a scan of any number of pages,
storage of those images as either TIFF or JPG, based on the current configuration of the scanner. The configuration
command (PUT) is not used in this example. Finally the code terminates the scan session.

The example output would look like:

(= —

BN Cwindows\system32\icmd.exe

xamp le

\Example\Brent Scan>

This example does not address error handling.
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Example: KaApiScannerController

This example is close to 1000 lines of code. It implements a user interface using WxPython for the GUI elements. It is
designed to expose the Web API as single button presses. It implements the POST, PUT, DELETE, GET that are
appropriate for the button. It is similar to the http://<IP>/conf/diag.html| page but written in Python.

1) This initial screen requires you to edit the “Scanner Name or IP Address”:

Eile Help
Run Commands | Configure Scanner | Log | Settings I Scanner Info
Scanner Name or IP Address Darnain Session ID
'1190WN—58533533 kodakalaris.net

http://iL190WN-58533633.kodakalaris.net/api/session

Start Scanning

Get Status

Get1Image 0|~ | Getal Irnages

Get Meta Data
Stop Scanning

End Session

Welcome to the Kodak Alaris API Scanner Controller

Once you edit the IP and press “Start Session”, the scanner shows that it is in use and the screen updates to show:

Eile Help

Run Commands |Configure Scannerl Log | Settings|

Scanner Mame or [P Address Domain Session ID

10001 1537423306
StartSESu)n | hitp://10.0.0.1/api/session
hittp://10.0.0.1/api/session/StartScanSessionld=1537423306
hittp://10.0.0.1/apifsession?Sessionld=1537423306

o

http://10.0.0 1/api/session/image/075essionld=1537423306

hittp://10.0.0.1/api/session/metadata/075essionld=1537423306
Stop Scanning | http://10.0.0 1/api/session/StopScan?Sessionld=1537423306
http://10.0.0.1/api/session?Sessionld=1537423306

Starting Session
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At this point you can complete a scan:

2) Optionally press the “Configure Scanner” tab, if you want to change the default scanner settings. Within that tab
you would press “Get Config” to populate the scanner settings. Pull down on any of the settings fields to change
them. When done, press Set Config to change the session configuration.

B KA APl Scanner Controller E@ﬁ

File Help
Run Comrmands | Configure Scanner | Log I 5e1:tings|

Color Mode Color -
Scan Side Simplex -
DFI 200 -
Skip Blank Pages -

http://10.0.0.1/api/session?Sessionld=1537423306

{"Configuration"{" ColorMode™:"Color”,"Scan5ide”: "Simplex”,"DPI":200, "SkipBlankPages 01}

Get Config | | Set Config

Configuration Data Retrieved

L

3) Now press the “Run Commands” tab.

4) Press the “Start Scanning” button. Notice the display on the scanner changes.

5) Optionally press “Get Status” to show the current state of the scanner and number of pages scanned.

6) At this point you would put paper in the scanner and press the START > button.

7) Press “Get Status” while the pages are being scanned to see the Scanner State and Images Available update:

|
Lannerﬁtate:kanning Images Available: 2 Images Retrieved: 0

8) Keep pressing “Get Status” until “Images Available” increases. At this point you can press “Get 1 Image” or “Get
All Images”. Note that this button also implements a Get Status. The Get Status is important to update the web
AP| with the updated state prior to reading the images.
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9) Optionally press “Get Meta Data”, and review the Meta Data tab.

Eile Help

Run Commands | Configure Scanner | Log | Settingsl Scanner Info | Meta Data |

Headers: -

{'Status: ‘200 Success', 'Content-Length': 179", "Server’: 'lighttpd/1.4.35", 'Date’: 'Mon, 18 Jul 2016 08:37:52
GMT', "X-Frame-Options": 'DENY', 'Content-Type': 'application/json; charset=utf-8'}

JSON:
{u'Metadata’: {u'YResolution': 300, u'BitDepth": 24, u'TmageSize': 590310, u'lmageNum': 1, u'SheetNum': 1,
u'ImageHeight': 3168, u'TmageWidth': 2349, u'PaperSource’: u'Front’, u'XResolution': 3001}

Meta Data tab added/updated

e

10) Stop Scanning is only used in the middle of a scan job to end the current page being scanned and stop paper
movement. It does not end the session. You should still “Get Status” and wait for the “Scanner State” to go to
“Done Scanning” or “Error”. Notice the scanner OCP display when you press Stop Scanning. Also notice that you
retain ownership of the scanner once the “Start Session” is successfully obtained. You would now either “Start
Scanning” again to reset the job, delete the current images, and start a new scan; or you would “End Session”.

11) Press “End Session” to complete this scan session and to delete all internal images from the job. A default End

Session will also occur after five minutes of inactivity. The “End Session” can be executed any time within a job
to abort the current job.
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Other tabs in the KaApiScannerController application
The Log tab shows a running log of commands and responses while issuing commands on the various tabs.

The Settings Tab enables you to choose a filename prefix and an output destination for downloaded images.

Scanner Info performs a http:/<IP>/api/scanner/status command:

-
B | KA API Scanner Controller

= | E | |

File Help

Run Commands | Configure Scanner | Log | Settings| Scanner Info |
DisplayName i1190WN-58533633 e
Vid 0x28CC

Mdl i1190WH

Mfg FKCDAK Alaris
OCPUsexrName Mobile User

HostHame i1190WN-58533633

Pid 0x1012

ErrorNum Q

EztimatedMaxNumImages 50

ScannerState Idle

PlatformVersion 662

SerialNum 58533633

Get Scanner Info

| Scanner Info Retrieved

Closing the application will automatically send an “End Session” if one has not already been sent to the scanner.
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Example: KaBgbScanningApp.py

Up to this point you’ve seen an application that does a simple scan and a developer’s tool to exercise the APl without
writing any code. This example is an application that an end product might be designed to provide. The
KaBgbScanningApp is the “Big Green Button” application, which shows the configuration settings and a button to
perform a scan using those configuration settings. This example shows more error detection and management than the
previous two examples. WxPython is used for the GUI elements.

Put in the IP address of the scanner you are connecting to, and press the red “Check Scanner Address” button. This
action loads the configuration from the scanner and presents the list of options available. It offers you an option to save
the scanned images, Open once done scanning, or view the scanned images.

Pressing the Big Green button (“Start Scanning”) demonstrates how an application might choose to use the Web API and
the parameter choices to perform a scan.

KA "Big Green

Eile
Fun Commands | Settings | Log |

Help

Scanner Mame or IP Address Domain
10.0.01 [ Check Scanner Address l
Color Mode Scan Side DPI Skip Blank Pages
Color ~| | Duplex ~| |300 - E

Image File Preferences

i@ Save Only (7) Open File Explorer () View

Scanner Address Verification SUCCESSFUL

L

The settings tab enables you to choose:

1. adisplay name which shows up on the scanner display, showing the scanner is in use by “display name”
2. a “Filename prefix” for the images stored to your disk
3. an “Output Destination” to store those images.

The Log tab shows a running log of commands and responses while issuing commands on the various tabs.
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